
 

 

9 April 2007 
 
Mr. S. Dean Herndon 
Project Manager 
Department of the Army 
Charleston District, Corps of Engineers 
69 A Hagood Avenue 
Charleston, SC  29403-5107 
 
 
Re: SAC-2007-676-1ID 
 Lands End Groin Rehabilitation Project 

Response to request for additional information 
 
 
Dear Mr. Herndon, 
 

Enclosed please find our response to your “INFORMATION REQUIRED” letter dated 
28 March 2007.  The responses are as follows: 
 
Item #1: The mean low water contour and mean high water contour must be shown on the 
detailed plan.  “Marsh areas must be clearly shown.” 
 

The plan views on revised Sheets 2 and 3 of the permit drawings have been revised to 
depict the existing, mean low water (-2.97 ft-NGVD) and mean high water (+3.77 ft-NGVD) 
contours, as of the October 2006 site survey.  No marsh areas are located within the proposed 
project area.  Adjacent marsh areas on the north side of Braddock Cove Creek and within 
Braddock Cove are labeled on revised Sheet 1. 
 
Item #2: Property boundaries and names of adjacent property owners must be shown on 
the detailed plan. 

 
           Figure 1 depicts the property boundaries and owners adjacent to the Lands End groin.  
Additionally, property boundaries and lot ID labels (reference PIN on Figure 1) have been added 
to the plan views on revised Sheets 2 and 3 
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Item #3: Label bulkhead as existing or proposed. 
 

The existing concrete bulkhead has been labeled as such on revised Sheets 1, 2, 3, and 4.  
No new work is being proposed on the existing concrete bulkhead. 
 
Item #4: Show area and depth of excavation.  Approximate how many cubic yards of 
material is to be removed and where it will be disposed of. 
 

The depth and area of excavation is shown on revised Sheets 3 and 5.  The excavation 
elevation is +2.0 ft-NGVD on the south side of the structure and 0.0 ft-NGVD on the north side.  
Approximately 585 cubic yards of sand will be excavated during construction to facilitate stone 
and/or mattress placement (based upon an October 2006 survey).  The planform area to be 
excavated is approximately 5,450 square feet.  All sand excavated during construction will be 
placed along the finished rehabilitated structure. 
 

We look forward to your favorable review of these materials.  Please do not hesitate to 
contact me or Bill Hobensack, P.E. of our office if you have any questions regarding this 
submittal. 
 
Sincerely, 
 
 
 
 
Christopher G. Creed, P.E. 
Senior Coastal Engineer 
ccreed@olsen-associates.com 
 
 
 
 
 
Attached: Figure 1 
  Revised Permit Sheets 1-5 
 
Cc: Scott Liggett, The Town of Hilton Head Island 

Bill Eiser, SCDHEC-OCRM 
 Gina Kirkland - SCDHEC - Water Quality – Columbia
















